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EXISTING

PROPOSED

T~

ITEM DESCRIPTION

WATER METER (BY OTHERS) (WM)

BACKFLOW PREVENTER ASSEMBLY (BPA)

BACKFLOW PREVENTER ASSEMBLY
IN ENCLOSURE (BPAE)

BACKFLOW PREVENTER ENCLOSURE (BPE)

BOOSTER PUMP (BP)

TRUCK LOADING STANDPIPE (TLS)

FLOW SENSOR (FS)

MASTER IRRIGATION CONTROLLER (MIC)

AUXILIARY IRRIGATION CONTROLLER (AIC)

IRRIGATION CONTROLLER (IC)/
IRRIGATION CONTROLLER (IC) (BATTERY)

IRRIGATION CONTROLLER(S) IN. CONTROLLER
ENCLOSURE CABINET (ICC)

CONTROL AND NEUTRAL CONDUCTORS (CNC)

SPRINKLER CONTROL CONDUIT

CONDUIT (COND)

DUCTILE IRON PIPE (SUPPLY LINE) (MAIN) (DIP)

GALVANIZED STEEL PIPE (SUPPLY LINE) (MAIN) (GSP)

GALVANIZED STEEL PIPE (SUPPLY LINE) (LATERAL) (GSP)

PLASTIC PIPE (PR 200) (SUPPLY LINE) (MAIN)

PLASTIC PIPE (PR 200) (SUPPLY LINE) (LATERAL)

PLASTIC PIPE (IRRIGATION LINE)

REMOTE CONTROL VALVE (RCV)
REMOTE CONTROL VALVE (MASTER) (RCVM)

MANUAL CONTROL VALVE (MCV)

VALVE ASSEMBLY UNIT (VAU)

WYE STRAINER (WS)

FILTER ASSEMBLY UNIT (FAU)

GATE VALVE (GV)

BALL VALVE (BV)

TOTAL
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S S —_—— FLOW CONTROL VALVE (FCV)
—_———e——-- + COMBINATION AIR RELEASE VALVE (CARV)
—_— i — _—f CHECK VALVE (CV)
M — — - o— FLUSH VALVE (FV)
B — === o—r—— NOZZLE LINE W/TURNING UNION
( )_ ————— ( ) IRRIGATION SYSTEM
j/j—/—/—/—/‘ 7‘% IRRIGATION SYSTEM TO BE REMOVED
o o o o CHAIN LINK GATE
O - — o— QUICK COUPLING VALVE W/SPRINKLER PROTECTOR
-~ I(_3} - + SPRINKLER W/SPRINKLER PROTECTOR
—© CONNECT TO EXISTING SYSTEM
R g] CAP
—— =13 CAP EXISTING
VALVE CODE

RCV SIZE mm (inch)
IRRIGATION CONTROLLER
CONTROLLER STATION

L/min (GPM)

* (63.5-A-2b-I5L4, -60)

MCV SIZE mm (inch)
VALVE NUMBER
L/min (GPM)

* |50.8-3-113.5 -50

% VALVE CODES FOR EXISTING VALVES
ARE SHOWN IN A DASHED ENCLOSURE.

VALVE IN PARALLEL (IF APPLICABLE)

QUANTITY OF SPRINKLERS (WHEN SHOWN)

QUANTITY OF TYPE OF SPRINKLERS (WHEN SHOWN)

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION
SYMBOLS

These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses ().The measurements expressed in the
two systems are not necessarily equal or interchangeable. See the "Foreword" at the

beginning of this publication.
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